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Ref: GEN-065 V.0 
13th September, 2022 

Super Stubbie Pty Ltd 

 
 

Engineering Advice 
Fixing of Face-Fixed Veneer Ties 

Further to advice Ref.: GEN-037, the following is what is specified in the 2019 (Incorporating 
Amendment No.1) edition of the BCA Volume Two Deemed-to-Satisfy Provisions, which is not 
consistent with the requirements of AS 4773.1 as shown on the following page. 
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Referring to AS 4773.1 Section 9: 

 

 

For N3 Wind Class, walls of 2,700mm and 3,000mm height, light duty ties can be used with 
studs at 450mm ctrs., so it’s not correct to have a blanket claim that they can’t be used over 
2,600mm height. 

Note that the NCC will be updated again shortly. Refer to email sent to you 13/ 09/2022 for 
relevant section. 
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As discussed, and as per what you achieved with the stainless steel version of the Super 
Stubbie brick veneer tie, increasing the thickness of the Galvanized tie would improve the 
strength for a probable medium duty classification. 

In terms of hierarchy of compliance – what is specified in the Deemed-to-Satisfy Provisions of 
the BCA is a higher level than, and therefore will override, what is specified in a referenced 
Australian Standard. 

Enertren can conduct testing of improved ties at The University of Newcastle. 

References 
AS 2699.1:2020  Built-in components for masonry construction – Part 1: Wall ties 

AS 3700:2018  Masonry structures 
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AS 4773.1:2015  Masonry in small buildings – Part 2: Construction 

GEN-037 V.1  Enertren Advice, “Fixing Methods for Face-Fixed Veneer Ties”, 20/11/2020 

NCC 2019(+A1) Building Code of Australia – Volume Two  National Construction Code, 
Volume Two, Class 1 and Class 10a Buildings, Australian Building Codes Board, 2020 

Please contact the undersigned if you have any queries regarding this document. 

Yours sincerely, 
 
 
John Trenerry  BE MEM MIEAust CPEng NER RPEQ 
Enertren Pty. Ltd. 
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